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PRODUCT DESCRIPTION 


GCR 6 Flex Coat is a waterborne, quick drying urethane designed to be applied to 
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Intended Uses: 


substrates that require high flexibility. This product provides easier sanding qualities 


which will then provide the optimal conditions for top coats and re-coating when 


e Rubber 
NEcESSary: e Theme Skins 
GCR 6 Flex Coat offers excellent adhesion and performance in adverse application ° PVC - Rotocast 
conditions. ° Pa 

° in 
= SCAQMD VOC Complaint = Low Odor and Fast Drying . a Molding 
= Water Reducible «Excellent Color and Gloss Retention 


= Multiple Colors and Sheens 


PRODUCT CHARACTERISTICS 


Resin Type: Urethane resin 

Finish: Flat, Semi-Gloss 

Colors: Clear, White, Florescent & Custom: Variety 
Coatings VOC: Clear: 0.77 |b/gl / White: 0.82 Ib/g| 
Flash Point: Non-flammable 

Solids by Volume: 38% (+ 2) 

Mix Ratio: Single component 

Film Thickness: 2 to 3 wet mils 
Reducer/Clean-Up: Clean, fresh water 
Preparation: Wipe with alcohol 

Method of Application: Airbrush, Air Assist, HVLP 
Sandpaper: 220 grit (only when re-coating) 

Drying Schedule @ 3 mils wet — 50% RH: 


Temp/Humidity Dependent 72°F/50% 100°F/50% 


To Touch: 10 MIN 5 MIN 
To Sand: 20 MIN 10 MIN 
To Recoat: 1 MIN 


Shelf Life: 12 months, unopened @ 77°F. Re-inspect 
after one year. 

Storage: Store at 45°F-90°F. Keep from prolonged 
exposure to sunlight and heat. Keep closed during 
storage. KEEP FROM FREEZING. Product does not 
have a freeze/thaw cycle. Take necessary precautions for 
transporting and storage to keep from freezing. If product 
does freeze, discard according to local, state and federal 
regulations. 

Clean Up: Clean equipment with water. 


PRODUCT SYSTEM OPTIONS / COMPATABILITY 


GCP 1000 Aliphatic Polyurethane Top Coat 
GCR 37 Acrylic Polyurethane Top Coat 


PACKAGING INFORMATION 


Packaging: 1 gallon (4 units per case) 
5 gallon pail 
1 gallon = 10 Ibs 


5 gallon = 50 lbs 


Weight: 
Class 55 


ASTM TEST RESULTS 


Substrate: Aluminum & ABS - 2 Coats GCR 6 Flex Coat 


Adhesion: Pass 

Corrosion: ASTM D5894 = Excellent 

Chemical Resistance: 20 dbl rubs 

Direct Impact Resistance: ASTM D2794 = >160 in. lbs. 
Dry Heat Resistance: ASTM DD2485 = 300°F 

Flame Spread Rating: ASTM E84-91A 

Result: Flame Index Spread — 5/Smoke Density Index — 0 
Flexibility: ASTM D522 (180° bend, 1/8”’mandrel) = 
Passes 

Hardness: ASTM D3363 = HB 

Moisture Condensation Resistance: ASTM D4585 
Result: 100°F, 180 Hours = Passes 

Salt Spray: ASTM B117 (500 hours) = Excellent 

Smoke Emission: ASTM E662 = Passes 


THEORETICAL COVERAGE RATES 


The following coverage rates approximate and for 
estimating purposes only. Test application on actual 
surfaces to accurately determine coverage. Coverage 
does not include material loss due to surface porosity, 
applicator technique, climate conditions, spillage, film 
build and method of application: 


Substrate Ft’ per Gallon 
Plastisol 400 
Hot Melt 400 
PVC 400 
Vinyl 450 


CONTACT INFORMATION 


For further technical questions, current 
MSDS, or other questions, please contact: 


information, 


GENESIS COATINGS, INC. 
(800) 533-4273 


